
FIRST TEAM SPORTS, INC. 
Glass Backboard Mounting Instructions  

FT231, FT233, FT234, FT235, FT236, FT239, FT240, FT241  

 

WARNING!!  -  Failure to follow these important mounting 

instructions may void your warranty.  

 

NOTE:  Glass backboards are heavy –  always use proper 

lifting equipment to avoid personal injury and/or damaging 

stress on glass backboard.  

 
1.  Do  no t  d isassemb le  any  por t ion  o f  t he  backboard .  

 

2 .  Typ ica l  backboard  ins ta l l a t ions  requ i re  a t tachment  to  the  fou r  s lo t ted  bracke ts  

located on the  back  o f  the  backboard  to  a  wa l l  o r  ce i l i ng  suspended  suppor t  

s t r uc ture .   I t  i s  impor tan t  no t  to  pu l l ,  push or  f o rce  the  g lass  to  conform to  the  

s t ruc ture  when  t igh ten ing  bo l ts .   G lass  shou ld  rema in  in  i t s  norma l  f la t ,  “ r e laxed”  

s ta te  th roughou t  t he  moun t in g  process .   G lass  shou ld  neve r  be  tweaked ,  tw is ted  

or  bowed  in  the  s l igh tes t .   Th is  can  cause  spon taneous  breakage a t  any  t ime down 

the  road .  

 

3 .   Us ing  the  ha rdware  prov ided  w i th  the  backboard ,  i ns ta l l  t he  backboard  to  your  

suppor t  s t r uc tu re .  

 

4.  Use  a  3 ’  l eve l  t o  check  the  face  o f  t he  g lass  to  make sure  i t  i s  f l a t  and  leve l  i n  

a l l  d i r ec t ions .   Do  no t  a l l ow p lay  unt i l  backboard  has  been  de term ined  to  be  s t r ess  

f r ee  and  leve l  in  a l l  d i r ec t ions .   See  F igure  1 .  

 

5 .  I f  t he  backboard  is  s t r essed or  ou t  o f  l eve l ,  l oosen  the  backboard  a t  po in ts  A&D 

as  shown in  F igure  1 .   I f  t he  backboard  spr ings  away  f rom the  suppor t  s t r uc tu re  a t  

e i t her  po in t ,  t h is  is  a  good  ind ica t ion  the  g lass  i s  under  s t r ess  when  bo l ted  t igh t ly  

to  t he  suppor t  s t r uc tu re .  

 

NOTE:   F igure  1  dep ic ts  moun t ing  bracket  l oca t ions  fo r  bo th  corner  moun t  and 

convers ion  mount  backboards .  

 

6.   Use  3 /8”  f l a t  washer (s )  o r  o ther  acceptab le  sh im,  f i l l  t he  space be tween  the  

backboard  mount ing  brackets  and  the  suppor t  s t ruc ture  and re t igh ten bo l ts .   Th is  

w i l l  e l im inate  s t ress  on the  g lass .  

 

7 .   Repea t  s tep  5  &  6  w i th  B  & C bracke ts .   Con t inue  check ing  and mak ing  

ad jus tmen ts  un t i l  you  a re  sa t is f i ed  backboard  is  s t ress  f r ee .  

 



 
 

1 .  Loosen  a l l  f o u r  bo l t s  t ha t  con nec t  t he  r im  to  t he  backbo a rd .  

 

2 .  Loosen  the  Jam Nu ts  on  t he  Ad jus tab le  Bus h ings  l oca ted  a t  t he  up pe r  t wo  r im  

moun t i ng  l oca t i ons .   Se e  F igu re  2 .  

 

3 .  Tu r n  t he  Ad jus tab le  Bush ings  i n  o r  ou t  as  n eeded  to  b r i ng  t he  r im  t o  l eve l .  

 

4 .  T i gh t en  a l l  r im  bo l t s  and  recheck  r im  fo r  l ev e l .  

 

5 .  Rep ea t  a bove  s teps  i f  needed .  

 

6 .  When  r im  i s  t i gh t  an d  l eve l ,  r e l ock  bo th  Ja m Nu ts  t ha t  yo u  l oosen ed  i n  s tep  2 .  

 


